Public Notice

U.S. Army Corps In Reply to Application Number
of Engineers CENAB-OP-RPA (Hershey Park Maintenance Dredging) 2010-00631-P12

Baltimore District
PN 11-16 Comment Period: 23 February 2011 to 9 March 2011

THE PURPOSE OF THIS PUBLIC NOTICE IS TO SOLICIT COMMENTS FROM THE
PUBLIC REGARDING THE WORK DESCRIBED BELOW. NO DECISION HAS BEEN
MADE AS TO WHETHER OR NOT A PERMIT WILL BE ISSUED AT THIS TIME.

This District has received an application for a Department of the Army (DA) permit pursuant to
Section 404 of the Clean Water Act (33. U.S.C. 1344) as described below:

APPLICANT: HE & R
300 Park Blvd.
Hershey, Pennsylvania 17033
Attn: Mr. Bachmann

LOCATION: Spring Creek, in Hershey Park, Dauphin County, Pennsylvania.

PURPOSE: The project purpose is to construct a new park attraction and to upgrade the surrounding
areas to attract more customers.

WORK: the applicant wishes to modify an existing DA permit, issued on February 9, 2011, to
remove existing accumulated sediments (1.51 acre) from an existing impoundment and perform
additional maintenance dredging over a 10-year period. In addition, the permit authorized the
enlargement of two existing stone causeway ramps within the footprint of the impoundment.
Permitted temporary impacts included the placement of flow deflectors, coffer dams, wood chip
filter berms, 36-inch concrete barriers, and a temporary low-flow channel-crossing consisting ofa
R-3 and R-6 rock causeway with three 18 inch culvert pipes.

The applicant wishes to modify the authorization to extend the timeframe associated with
dewatering of the pond to facilitate the construction of a new ride. As part of this request, they
propose to temporarily leave in place the previously authorized flow deflectors, cofferdams, wood
chip filter berms, 36-inch concrete barriers, and a temporary low flow channel/crossings consisting
of a R-3 and R-6 rock causeway. These temporary impacts will be left in place to allow for the
construction of a new park attraction, which will consist of construction of structural foundations
and supports impacting 392 square feet within the man-made impoundment area. In addition, this
project will include the permanent impact of 205 square feet of impoundment for the Lift Motor
Enclosure, the repair and reconstruction of 1115 linear feet of pond wall, the construction of a
permanent 20 foot wide maintenance path (stone) impacting 9009 square feet of the existing
impoundment, and a permanent stone ramp, that will impact 1055 square feet of impoundment.

Once construction is complete, Spring of 2012, all authorized temporary impacts will be removed
by May 1, 2012, from within the impoundment and the impoundment will be allowed to refill.
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The applicant has stated that in order to minimize impacts to the continuous streamflow from
construction activities, they have instituted the following strategies and controls:

1. All work will be done during periods of low flow condition.

2. All stream flow will be diverted around the active construction site via use of flow deflectors and
temporary cofferdam.

3. The construction will be limited to pond wall repair, maintenance path shaping on the competent
rock pond bottom and construction of attraction within the manmade pond. There will not be any
further deepening or enlargement of the manmade pond due to this revision.

4. Centralized crane locations will be used to minimize erection equipment movement on the pond
bottom.

5. During each stage of construction, a low flow channel will be maintained and protected to
include causeway with pipes.

6. All continues flow through the private dam will pass through a particle curtain to trap and
prevent sediment from discharging to waters.

7. A Hydrologic & Hydraulic model prepared for the proposed condition confirms that the
proposed layout of Attraction 2012 will have negligible impact on the 100 year water surface
elevation through a reach of 1892 feet.

The applicant has stated that “because there will be no significant permanent impacts to the Spring
Creek nor any other environmental resources within the project area, no resource mitigation is
proposed.

In a letter dated August 30, 2010, the Pennsylvania Historical and Museum Commission stated that
based on their survey files, which include both archaeological sites and standing structures, “ there
are no National register eligible or listed historic or archaeological properties in the area of this
proposed project.”

In a letter dated November 3, 2010, the U.S. Fish and Wildlife Service stated that no federally listed
species under their jurisdiction is known to occur in the project area.

All work is proposed to be constructed in accordance with the enclosed plan(s). If you have any
questions concerning this matter, please contact Mr. Michael Dombroskie at (814)235-0571.

The decision whether to issue a permit will be based on an evaluation of the probable impacts,
including cumulative impacts of the proposed activity on the public interest. That decision will
reflect the national concern for both protection and utilization of important resources. The benefit,
which reasonable may be expected to accrue from the proposal, must be balanced against its
reasonably foreseeable detriments. All factors, which may be relevant to the proposal will be
considered, including the cumulative effects thereof; among those are conservation, economic,
aesthetics, general environmental concerns, wetlands, cultural values, fish and wildlife values, flood
hazards, flood plain values, land use, navigation, shoreline erosion and accretion, recreation, water
supply and conservation, water quality, energy needs, safety, food production, and in general, the
needs and welfare of the people.

The Corps of Engineers is soliciting comments from the public; Federal, State, and local agencies
and officials; Indian Tribes; and other interested parties in order to consider and evaluate the
impacts of this proposed activity. Any comments received will be considered by the Corps of
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Engineers to determine whether to issue, modify, condition or deny a permit for this proposal. To
make this decision, comments are used to assess impacts on endangered species, historic properties,
water quality, general environmental effects, and the other public interest factors listed above.
Comments are used in the preparation of an Environmental Assessment and/or an Environmental
Impact Statement pursuant to the National Environmental Policy Act. Comments are also used to
determine the need for a public hearing and to determine the overall public interest of the proposed
activity. Written comments concerning the work described above related to the factors listed above
or other pertinent factors must be received by the District Engineer, U.S. Army Corps of Engineers,
Baltimore District, State College Field Office, 1631 South Atherton Street, State College,
Pennsylvania 16801, with the comment period specified above.

The applicant is required to obtain a water quality certification in accordance with Section 404 of
the Clean Water Act from the Pennsylvania Department of Environmental Protection through the
issuance of a Section 105 permit or through direct application to the Regional Office in the area of
the proposed project. The Section 404 certifying agency has a statutory limit of one year in which
to make its decision.

The applicant must obtain any State or local government permits which may be required.

The evaluation of the impact of this project on the public interest will include applications of the
guidelines promulgated by the Administrator, U.S. Environmental Protection Agency, under
authority of Section 404 of the Clean Water Act. Any person who has an interest which may be
adversely affected by the issuance of this permit may request a public hearing. The request, which
must be in writing, must be received by the District Engineer, U.S. Army Corps of Engineers,
Baltimore District, State College Field Office, 1631 South Atherton Street, State College,
Pennsylvania 16801, within the comment period as specified above to receive consideration. Also
it must clearly set forth the interest which may be adversely affected by this activity and the manner
in which the interest may be adversely affected.

It is requested that you communicate this information concerning the proposed work to any persons

know by you to be interested and not being known to this office, who did not receive a copy of this
notice.

Cdepe@ el

Chief, Pennsylvania Section

Enclosure



Century Engineering, Inc.
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NOTES:

LEGEND

. SEGMENTAL RETAINING WALL TO BE CONSTRUCTED AS DIRECTED BY OWNER.
DEPTH BITUMINOUS T -

EMENT 2. MAINTENANCE PATH TO BE LEVELING COURSE OF AASHTO #1 STONE. UNDER NORMAL CONDITICNS,
THIS PATH WILL BE SUBMERGED. IT'S PURPOSE IS TO PROVIDE A TRAFFICABLE SURFACE EXPOSED ONLY

\ 'WHEN POND 15 DRAWN DOWN TO PROVIDE ACCESS FOR REGULATORY INSPECTIONS AND MAINTENANCE
MILL B OVERLAY OF ATTRACTION. FINAL ALIGNMENT TO BE AS DIRECTED BY OWNER.
3. EXSTING SEGMENTS OF WALL AND COLLAPSED WALL AREAS TO BE REPLACED WITH NEW WALL AS
DIRECTED BY OWNER.

CONCRETE
E 4. REFER TO ARCHITECTURAL AND STRUCTURAL PLANS FOR DIMENSIONS AND ALL COORDINATING DETAILS
22" COLUMNS RELATED TO BUILDING STRUCTURES. REFER TO MEP PLANS FOR ALL UTILITY COORDINATION.

5. PAVEMENT NOTCH TO BE USED AT ALL TRANSITIONS BETWEEN NEW AND EXISTING PAVING.

8] 6. EXISTING SEGMENTS OF WALL TO BE REPAIRED AS DIRECTED 8Y OWNER.

7. MILL 1 1/2" TYPICAL AND OVERLAY A SIMILAR THICKNESS TO MATCH EXISTING GRADE UNLESS
OTHERWISE NOTED TO ADJUST GRADE. ADIUST OVERLAY THICKNESS TO MEET PROPOSED GRADES.

8. REFER TO LANDSCAPING PLAN FOR DESIGNER'S INTENT ON GROUND COVER, PLANT MATERIAL AND TREES
IN PROPOSED LANDSCAPED AREAS. FINAL MATERIAL AND LAYOUT TO BE AS DIRECTED BY OWNER AND
OWNER'S NURSERY.

9. REFER TO SITE ELECTRICAL PLANS FOR ALL POWER, LIGHTING, SOUND AND COMMUNICATION WORK.
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ALL EROSION AND SEDIMENTATION CONTROL SHALL BE IMPLEMENTED AND CONSTRUCTED IN ACCORDANCE WITH THE
PENNDOT "STANDARD DRAWINGS® (PUBLICATION 72), “SPECIFICATIONS” {PUBLICATION 408), LATEST EDITION, THE PADEP
"EROSION AND SEDIMENTATION CONTROL PROGRAM MANUAL,”™ AND DETAILS SHOWN ON THE EROSION AND SEDIMENTATION
PLAN. THE CONTRACTOR SHALL ALSO COMPLY WITH THE REQUIREMENTS OF PADEP RULES AND REGULATIONS IDENTIFIED IN
TITLE 25, CHAPTER 102, "EROSION CONTROL." IN THE EVEN OF CONFLICT BETWEEN THESE REQUIREMENTS AND POLLUTION
CONTROL LAWS, RULES, OR REGULATIONS OF OTHER FEDERAL, STATE, OR LOCAL AGENCIES, THE MORE RESTRICTIVE LAWS,
RULES, OR REGULATIONS SHALL APPLY.

THIS PROJECT IS SUBJECT TO INGPECTION BY REPRESENTATIVES OF THE PENNSYLVANIA DEPARTMENT OF ENVIRONMENTAL
PROTECTION, THE ARMY CORPS OF ENGINEERS, DAUPHIN COUNTY CONSERVATION DISTRICT, AND DERRY TOWNSHIP.

A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN MUST BE AVAILABLE AT THE PROJECT STTE AT ALL TIMES.
ANY DEVIATIONS FROM THE APPROVED EROSION AND SEDIMENTATION CONTROL PLAN MUST BE APPROVED BY THE COUNTY
CONSERVATION DISTRICT.

AT LEAST 7 DAYS BEFORE STARTING ANY EARTH DISTURBANCE ACTIVITIES, THE OWNER AND/OR OPERATOR SHALL INVITE
AL CONTRACTORS INVOLVED IN THOSE ACTIVITIES, THE LANDOWNER, ALL APPROPRIATE MUNICIPAL OFFICIALS, THE
EROSION AND SEDIMENT CONTROL PLAN PREPARER, AND A REPRESENTATIVE OF THE DAUPHIN COUNTY CONSERVATION
DISTRICT TO AN ON-SITE PRE-CONSTRUCTION MEETING.

AT LEAST 3 DAYS BEFORE STARTING ANY EARTH DISTURBANCE ACTIVITIES, ALL CONTRACTORS INVOLVED IN THOSE
ACTIVITIES SHALL NOTIFY THE PENNSYLVANIA ONE CALL SYSTEM INCORPORATED AT 1-800-242-1776 FOR THE LOCATION OF
EXISTING UNDERGROUND UTILITIES.

#OR PERMITTED SITES: THE PERMITTEE AND CO-PERMITTEE MUST ENSURE THAT VISUAL SITE INSPECTIONS ARE CONDUCTED
WEEKLY, AND AFTER EACH MEASURABLE PRECIPITATION EVENT BY QUALIFIED PERSONNEL, TRAINED AND EXPERIENCED IN
EROSION AND SEDIMENT CONTROL, TO ASCERTAIN THAT THE EROSION AND SEDIMENTATION CONTROL (E&S) BMPS ARE
OPERATIONAL AND EFFECTIVE IN PREVENTING POLLUTICN TO THE WATERS OF THE COMMONWEALTH. A WRITTEN REPORT OF
EACH INSPECTION SHALL BE KEPT, AND INCLUDE:

a. A SUMMARY OF THE SITE CONDITIONS, E&S BMPS, AND COMPLIANCE; AND

b. THE DATE, TIME, AND THE NAME OF THE PERSON CONDUCTING THE INSPECTION.
IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL FOR ACCELERATED EROSION
AND/OR SEDIMENT POLLUTION, THE OPERATOR SHALL IMPLEMENT APPROPRIATE BEST MANAGEMENT PRACTICES TO
ELIMINATE THE POTENTIAL FOR ACCELERATED EROSION AND/OR SEDIMENT POLLUTION.

TOPSOIL STOCKPILE HEIGHTS MUST NOT EXCEED 35 FEET. STOCKPILE SIDE SLOPES MUST BE 2:1 OR FLATTER.

THE CONTRACTOR SHALL LIMIT THE AMOUNT OF DISTURBED ACREAGE TO THE MINIMUM REQUIRED 8Y CONSTRUCTION
ACTIVITIES.

ALL PUMPING OF SEDIMENT LADEN WATER SHALL BE THROUGH A SEDIMENT CONTROL BMP, SUCH AS A PUMPED WATER
FILTER BAG OR EQUIVALENT SEDIMENT REMOVAL FACILITY, OVER UNDISTURBED VEGETATED AREAS.

FILTER SOCK IS TO BE PLACED WITH AS LITTLE DISTURBANCE TO EXISTING VEGETATION AS POSSIBLE. PLACE IT BETWEEN
AND ARCUND EXISTING VEGETATION WHENEVER POSSIBLE.

THE SITE DRAINS TO SPRING CREEK (WWF). SPRING CREEK AND THE MANMADE POND ARE CONSIOERED WATERS OF THE
COMMONWEALTH.

THE CONTRACTOR SHALL INSTALL AN EROSION CONTROL BLANKET ON ALL DISTURBED SLOPES 3:1 AND STEEPER, ALL AREAS
OF CONCENTRATED FLOWS, AND DISTURBED AREAS WITHIN 50 FEET OF WATERS OF THE COMMONWEALTH,

FILL MATERIAL FOR THE EMBANKMENTS SHALL BE FREE OF ROOTS, OR OTHER WOODY VEGETATION, ORGANIC MATERIAL,
LARGE STONES, AND OTHER OBJECTIONABLE MATERIALS. THE EMBANKMENT SHALL BE COMPACTED IN MAXIMUM 8" LAYERED
LIFTS AT 95% DENSITY.

IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITIES CEASE, THE OPERATOR SHALL STABILIZE THE DISTURBED AREAS.
DURING NON-GERMINATING PERIODS, MULCH MUST BE APPLIED AT THE SPECIFIED RATES. DISTURBED AREAS WHICH ARE
NOT AT FINISHED GRADE AND WHICH WILL BE RE-DISTURBED WITHIN 1 YEAR MUST BE STABILIZED IN ACCORDANCE WITH
THE TEMPORARY VEGETATIVE STABILIZATION SPECIFICATIONS. DISTURBED AREAS WHICH ARE AT FINAL GRADE OR WHICH
WILL NOT BE RE-DISTURBED WITHIN 1 YEAR MUST BE STABILIZED IN ACCORDANCE WITH THE PERMANENT VEGETATIVE
STABILIZATION SPECIFICATIONS.

UNTIL THE SITE IS STABILIZED, ALL EROSION AND SEDIMENT CONTROL BMPS MUST BE MAINTAINED PROPERLY.
MAINTENANCE MUST INCLUDE INSPECTIONS OF ALL EROSION AND SEDIMENT CONTROL BMPS AFTER EACH RUNOFF EVENT
AND ON A WEEKLY BASIS, ALL PREVENTATIVE AND REMEDIAL MAINTENANCE WORK, INCLUDING CLEANOUT, REPAIR,
REPLACEMENT, RE-GRADING, RESEEDING, RE-MULCHING AND RE-NETTING MUST BE PERFORMED IMMEDIATELY. IF EROSION
AND SEDIMENT CONTROL BMPS FAIL TO PERFORM AS EXPECTED, REPLACEMENT BMPS OR MODIFICATIONS OF THOSE
INSTALLED WILL BE REQUIRED.

UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF ALL DISTURBED AREAS, THE
OWNER AND/OR OPERATORS SHALL CONTACT THE COUNTY CONSERVATION DISTRICT FOR AN INSPECTION PRIOR TO THE
REMOVAL OF THE BMPS.

PERMANENT STABILIZATION IS DEFINED AS A MINIMUM UNIFORM 70% PERENNIAL VEGETATIVE COVER OR OTHER PERMANENT
NON-VEGETATIVE COVER WITH A DENSITY SUFFICIENT TO RESIST ACCELERATED SURFACE EROSION AND SUBSURFACE
CHARACTERISTICS SUFFICIENT TO RESIST SLIDING AND OTHER MOVEMENTS.

ANY SEDIMENT REMOVED FROM BMPS DURING CONSTRUCTION WILL BE RETURNED TO UPLAND AREAS ON SITE AND
INCORPORATED TNTO THE SITE GRADING.

ALL BUILDING MATERIALS AND WASTES MUST BE REMOVED FROM THE SITE AND RECYCLED OR DISPOSED OF IN ACCORDANCE
WITH THE DEPARTMENT'S SOLID WASTE MANAGEMENT REGULATIONS AT 25 PA. CODE 260.1 ET SEQ,, 271.1, AND 287,1 ET
SEQ. NO BUILDING MATERIALS OR WASTES OR UNUSED BUILDING MATERTALS SHALL BE BURNED, BURIED, DUMPED, OR
DISCHARGED AT THE SITE.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE REMOVAL OF ANY EXCESS MATERIAL AND MAKE SURE THE SITE(S)
RECEIVING THE EXCESS HAS AN APPROVED EROSION AND SEDIMENT CONTROL PLAN THAT MEETS THE CONDITIONS OF
CHAPTER 102 AND/OR OTHER STATE OR FEDERAL REGULATIONS. THE CONTRACTOR MUST DEVELOP, AND HAVE APPROVED BY
THE COUNTY CONSERVATION DISTRICT, A SEPARATE EROSION AND SEDIMENTATION CONTROL PLAN FOR EACH SPOIL,
BORROW, OR OTHER WORK AREA NOT DETAILED IN THE PERMITTED PLAN, WHETHER SAID AREA IS LOCATED WITHIN OR
OUTSIDE OF THE CONSTRUCTION LIMITS

. CUTS AND FILLS ARE NOT EXPECTED TO BALANCE ON THIS STTE. DURING CONSTRUCTIOR, IF IT IS DISCOVERED THAT FILLS

MUST BE IMPORTED TO OR EXPORTED FROM THE SITE, IT IS THE PERMITTEES RESPONSIBILITY TO PERFORM
ENVIRONMENTAL DUE DILIGENCE AND MAKE A DETERMINATION OF CLEAN FILL IN ACCORDANCE WITH DEP'S POLICY
"MANAGEMENT OF FILL™ DOCUMENT NO. 285.2182-773.

a. CLEAN FILL IS DEFINED AS: UNCONTAMINATED, NON-WATER SOLUBLE, NON-DECOMPOSABLE, INERT, SOLID MATERIAL,
THE TERM INCLUDES SOIL, ROCK, STONE, DREDGED MATERIAL, USED ASPHALT, AND BRICK, BLOCK OR CONCRETE FROM
CONSTRUCTION AND DEMOLITION ACTIVITIES THAT IS SEPARATE FROM OTHER WASTE AND IS E AS SUCH.

THE TERM DOES NOT INCLUDE MATERIALS PLACED IN OR ON THE WATERS OF THE COMMONWEALTH UNLESS OTHERWISE
AUTHORIZED., THE TERM “USED ASPHALT® DOES NOT INCLUDE MILLED ASPHALT OR ASPHALT THAT HAS BEEN
PROCESSED FOR RE-USE.

. ENVIRONMENTAL DUE DILIGENCE MUST BE PERFORMED TO DETERMINE IF THE FILL MATERIALS ASSOCIATED WITH THE
PROJECT QUALIFY AS CLEAN FILL. ENVIRONMENTAL DUE DILIGENCE IS DEFINED AS: INVESTIGATIVE TECHNIQUES,
INCLUDING, BUT NOT UMITED TO, VISUAL PROPERTY INSPECTIONS, ELECTRONIC DATA BASE SEARCHES, REVIEW OF
PROPERTY OWNERSHIP, REVIEW OF PROPERTY USE HISTORY, SANBORN MAPS, ENVIRONMENTAL QUESTIONNAIRES,
TRANSACTION SCREENS, ANALYTICAL TESTING, ENVIRONMENTAL ASSESSMENTS OR AUDITS. ANALYTICAL TESTING IS
NOT A REQUIRED PART OF DUE DILIGENCE UNLESS VISUAL INSPECTION AND/OR REVIEW OF THE PAST LAND USE OF THE
PROPERTY INDICATES THAT THE FILL MAY HAVE BEEN SUBJECTED TO A SPILL OR RELEASE OF A REGULATED SUBSTANCE.
IF THE FILL MAY HAVE BEEN AFFECTED BY A SPILL OR RELEASE OF A REGULATED SUBSTANCE, IT MUST BE TESTED TO
DETERMINE IF IT QUALTFIES AS CLEAN FILL. TESTING SHOULD BE PERFORMED IN ACCORDANCE WITH APPENDIX A OF
THE DEPARTMENT'S POLICY *MANAGEMENT OF CLEAN FILL."

. ANY PLACEMENT OF CLEAN FILL THAT HAS BEEN AFFECTED BY A SPILL OR RELEASE OF A REGULATED SUBSTANCE MUST
USE FORM FP-001 TO CERTIFY THE ORIGIN OF THE FILL MATERIAL AND THE RESULTS OF THE ANALYTICAL TESTING TO
QUALIFY THE MATERIAL AS CLEAN FILL. FORM FP-001 MUST BE RETAINED BY THE OWNER OF THE PROPERTY RECEIVING
THEFILL.

23, FAILURE TO CORRECTLY INSTALL SEDIMENT CONTROL FACILITIES, FAILURE TO PREVENT SEDIMENT-LADEN RUNOFF FROM
LEAVING THE CONSTRUCTION STTE, OR FAILURE TO TAKE CORRECTIVE ACTIONS TO IMMEDIATELY RESOLVE FARURES OF
SEDIMENT CONTROL FACILITIES WILL IMMEDIATELY RESULT IN ADMINISTRATIVE, CIVIL AND/OR CRIMINAL PENALTIES BEING
INSTITUTED BY THE PENNSYLVANIA DEPARTMENT OF ENVIRCNMENTAL PROTECTION AS DEFINED IN SECTION 602 OF THE
CLEAN STREAMS LAW OF PENNSYLVANIA.

24, ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE FOLLOWING SEQUENCE. EACH STAGE SHALL
BE COMPLETED AND IMMEDIATELY STABILIZED BEFORE ANY FOLLOWING STAGE IS INIVIATED. CLEARING, GRUBBING AND
TOPSOIL STRIPPING SHALL BE LIMITED ONLY TO THOSE AREAS DESCRIBED IN EACH STAGE.

25 ALL EROSION AND SEDIMENTATION CONTROLS TO BE INSTALLED AND ADJUSTED TO SUIT FIELD CONDITIONS OR AS
DIRECTED BY OWNER.

RESOLUTIONS TO SCIL LIMITATIONS

SOIL UNSUITABLE FOR ROAD SUBGRADE
RESOLUTICN - IF THERE ARE NO SUITABLE ON-SITE SOLS FOR SUBGRADE, SUITABLE MATERIAL WILL NEED TO BE IMPORTED.
SUTTABLE MATERIAL SHOULD CONFORM TO PENNDOT PUBLICATION 408, SECTION 210.3(C).

SOIL UNSUITABLE FOR ROAD FILL
RESOLUTION - IF THERE ARE NO SUITABLE ON-STTE SOILS FOR ROAD FILL, SUITABLE MATERIAL WILL NEED TO BE IMPORTED.
SUFTABLE MATERIAL SHOULD CONFORM TO PENNDOT PUBLICATION 408, SECTION 206.2(A)(2).

SOIL UNSUTTABLE FOR WINTER GRADING
RESOLUTION - GRADING OPERATIONS SHOULD NOT BE PERFORMED WHEN GROUND PENETRATING FROST IS PRESENT.

SOIL UNSUITABLE FOR TOPSOR,
RESOLUTION - IF THERE ARE NO SUITABLE ON-SITE SOILS FOR TOPSOIL, SUITABLE MATERIAL WILL NEED TO BE IMPORTED.
SUITABLE MATERIAL SHOULD CONFORM TO PENN DOT PUBLICATION 408, SECTION 8022,

SHALLOW DEPTH TO BEDROCK

RESOLUTION - DO NOT LOCATE FACILITIES AND STRUCTURES REQUIRING EXCAVATION IN AREAS OF THIS SOIL TYPE. IF NO
OTHER SUITABLE LOCATIONS ARE AVAILABLE, EXCAVATE VIA ROCK HAMMER OR BLASTING, OR PLACE SUFFICIENT FILL FOR
THE PROPOSED USE. SUITABLE FILL MATERIAL SHOULD CONFORM TO PENNDOT PUBLICATION 408.

WET Sols

RESOLUTION - ONLY USES COMPATIBLE WITH WET SOILS SHOULD BE LOCATED IN AREAS WITH THESE SOIL TYPES. IF NO
OTHER SUITABLE LOCATIONS ARE AVAILABLE FOR USES INCOMPATIBLE WITH WET SOILS, STRUCTURES AND FACILITIES MUST
BE DESIGNED TO ACCOMMODATE THE WET CONDITIONS AND SUBSURFACE WATER PRESSURE OR APPROPRIATE DRAINAGE
MEASURES INSTALLED.

FLOODING

RESOLUTION - ONLY USES COMPATIBLE WITH FLOODING SHOULD BE LOCATED IN FLOOD PRONE AREAS. IF NO OTHER
SUITABLE LOCATIONS ARE AVAILABLE FOR USES INCOMPATIBLE WITH FLOODING, STRUCTURES OR FACILITIES IN THESE
AREAS MUST BE ELEVATED AT LEAST 1 FOQT ABOVE THE 100 YEAR FLOOD ELEVATION, OR FLOOD PROOFED IN ACCORDANCE
WITH CURRENT BUILDING CODES.

STEEP SLOPES

RESOLUTION - ONLY USES COMPATIBLE WITH STEEP SLOPES SHOULD BE LOCATED IN THESE AREAS. IF NO OTHER SUITABLE
LOCATIONS ARE AVAILABLE FOR USES INCOMPATIBLE WITH STEEP SLOPES, STRUCTURES AND FACILITIES MUST BE DESIGNED
TO ACCOMMODATE THE STEEP CONDITIONS OR THE STTE GRADED TO APPROPRIATE SLOPES.

SOIL UNSUITABLE FOR SEWAGE DISPOSAL

RESOLUTION - LOCATE ON-STTE SEWAGE DISPOSAL IN OTHER AREAS WITH COMPATIBLE SO TYPES. IF NO COMPATIBLE SOIL
TYPES ARE AVAILABLE, SEWAGE MUST BE CONVEYED OFFSITE FOR DISPOSAL, OR ALTERNATIVE DISPOSAL METHODS, OTHER
THAN TRADITIONAL SOIL ABSORPTION METHODS, MUST BE EMPLOYED.

HIGH WATER TABLE

RESOLUTION - ONLY USES COMPATIBLE WITH A HIGH WATER TABLE SHOULD BE LOCATED IN THESE AREAS. IF NO OTHER
SULTABLE LOCATIONS ARE AVAILABLE FOR USES INCOMPATIBLE WITH A HIGH WATER TABLE, STRUCTURES OR FACILITIES IN
THESE AREAS MUST BE DESIGNED TO WITHSTAND THE WETNESS AND SUBSURFACE WATER PRESSURE OR APPROPRIATE
DRAINAGE MEASURES INSTALLED.

BMPS

1. ROGK CONSTRUCTION ENTRANCE
INSPECTION: INSPEGT EACH ROCK CONSTRUCTION ENTRANCE DAILY AND AFTER EACH RUNOFF EVENT.
MAINTENANCE: ROCK CONSTRUCTION ENTRANCE THICKNESS SHALL BE CONSTANTLY MANTAINED TO THE SPECIFIED
DIMENSIONS AS DETAILED ON THE PLAN. MAINTAIN A STOCKPILE OF STONE ON SITE FOR THIS PURPOSE. AT THE END OF
EACH WORK OAY, ALL SEDIMENT DEPOSITED ON PAVED ROADWAYS SHALL BE REMOVED AND RETURNED TO THE
CONSTRUCTION SITE

2. PUMPED WATER FILTER BAGS
INSPECTION: INSPECT FILTER BAGS DAILY.
MAINTENANCE: A SUITABLE MEANS OF ACCESSING THE BAG WITH MACHINERY REQUIRED FOR DISPOSAL PURPOSES MUST
BE PROVIDED. FILTER BAGS SHALL BE REPLACED WHEN THEY BECOME HALF FULL. SPARE BAGS SHALL BE KEPT AVAILABLE
FOR REPLACEMENT OF THOSE THAT HAVE FAILED OR ARE FILLED.

3. TEMPORARY SEEDING
INSPECTION: INSPECT TEMPORARY SEEDED AREAS WEEKLY AND AFTER EACH RUNOFF EVENT.
MAINTENANCE: IMMEDIATELY RESEED AREAS WHICH HAVE NOT ESTABLISHED VEGETATION WITHIN AN ACCEPTABLE PERIOD
1N WHICH ONEWOULD EXPECT GERMINATION (TYPICALLY 2.3 WEEKS) OR AS DIRECTED BY THE ENGINEER.

4. FATER SOCKINUET PROTECTION
INSPECTION: INSPECT FILTER SOCK WEEKLY AND AFTER EACH RUNOFF EVENT.
ANY REPAIRS MUST BE ELY. ACCUMULATED SEDIMENTS WItL BE REMOVED AS
REQUIRED TO KEEP THE FACILITY FUNCTIONAL. IN ALL CASES, REMOVE DEPOSITS WHERE ACCUMULATIONS REACH
ONE-THIRD (114) THE ABOVE GROUND HEIGHT OF THE FILTER SOCK. ANY SECTION WHICH HAS BEEN UNDERMINED OR
OVERTOPPED HUST BE IMMEDIATELY REPLAGED.

5 FILTER SOCK PERIMETER CONTROL
INSPECTION: INSPECT FILTER SOCK WEEKLY AND AFTER EAGH RUNOFF EVENT.
ANY REPAIRS MUST BE MADE ACCUMULATED SEDIMENTS WILL BE REMOVED AS.
REQUIRED TO KEEP THE FACILITY FUNCTIONAL, (N ALL CASES, REMOVE DEPOSITS WHERE ACCUMULATIONS REACH
ONE-THIRD {13 THE ABOVE GROUND HEIGHT OF THE FILTER SOCK. ANY SECTION WHICH HAS BEEN UNDERMINED OR
OVERTOPPED MUST BE IMMEDIATELY REPLACED.

6 PARTIGLE CURTAIN
INSPECTION: INSPECT PARTICLE CURTAIN DALLY.
MANTENANGE  ANY NECESSARY REPAIRS MUST BE MADE IMMEDIATELY. CURTAIN MUST BE MAINTAINED IN FUNCTIONAL
CONDITION FOR DURATION OF PROJECT.

7. ROCKFILTERS
INSPECTION; INSPECT ROCK FILTERS WEEKLY AND AFTER EACH RUNOFF EVENT.
MAINTENANCE:  SEDIMENT MUST BE REMOVED WHEN ACCUMULATIONS REACH ONE-THIRD (1/3) THE HEIGHT OF THE
FILTER. MATERIALS MUST BE WASHED COMPLETELY FREE OF ALL FOREIGN MATERIALS OR NEW ROCKS USED TO REBUILD
THE FILTER,

8 ERQSION CONTROL MAT AND BLANKETS

INSPECTION: INSPECT WEEKLY AND AFTER EAGH RUNOFF EVENT.
MAINTENANCE.  REPAIR OR REPLACE ANY UNDERMINED MAT OR BLANKET. REMOVE ANY TRASH AND DEBRIS THAT MAY
ACCUMULATE

CONSTRUCTION FENGING

INSPECTION; INSPECT WEEKLY AND AFTER EACH RUNOFF EVENT.

MAINTENANCE.  REPAIR OR REPLACE ANY UNDERMINED OR DAMAGED FENCE. REMOVE ANY TRASH AND DEBRIS THAT
MAY ACCUMULATE ALONG FENCE.

PERMANENT BNPS

1. PERMANENT SEEDING AND MULCH
INSPECTION; INSPECT SEEDED AREAS REGULARLY.
MAINTENANCE IMMEDIATELY RESEED AREAS WHICH HAVE NOT ESTABLISHED VEGETATION WITHIN AN ACCEPTABLE PERIOD
IN WHICH ONE WOULD EXPECT GERMINATION (TYPICALLY 23 WEEKS) OR AS DIRECTED BY THE ENGINEER. PROPERLY
MAINTAIN SEEDED AREAS UNTIL THE PROJECT HAS BEEN ACCEPTED. THIS MAY INCLUDE REPEATED WATERING, MOWING,
AND REPAIRS OR REPLACEMENT OF AREAS WHICH FAIL TO SHOW A UNIFORM GROWTH OF GRASS OR WHICH ARE DAMAGED
INANY WAY.
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